
Advance Series
▶ SMD Range

Data Sheet
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For advanced professional applications where an optimum quality light source is required. Providing 
exceptional performance, >95 CRI output and premium reliability in a superior range of LED strip lights. 
Designed for high end installations.
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Advance SMD, 24V, 80 LEDs per metre

Advance SMD, 24V, 160 LEDs per metre

Advance SMD, 24V, 60 LEDs per metre, Long Run 30m

Advance SMD, 24V, 120 LEDs per metre, Long Run 20m

Advance SMD, 48V, 144 LEDs per metre

pg. 1-2

pg. 3-4

pg. 5-6

pg. 7-8

pg. 9-11



Advance SMD
 - 24V - 80 LEDs per metre

IP67

IP20

Available in:

Dimenions

SKU

AS24-27K-80-5M-95

AS24-27K-80-5M-95-IP

AS24-3K-80-5M-95

AS24-3K-80-5M-95-IP

AS24-4K-80-5M-95

AS24-4K-80-5M-95-IP

Voltage

24V

24V

24V

24V

24V

24V

Current Consumption

Max.

0.3A/m

0.3A/m

0.3A/m

0.3A/m

0.3A/m

0.3A/m

Typ.

0.275A/m

0.275A/m

0.275A/m

0.275A/m

0.275A/m

0.275A/m

5m

1.2A

1.2A

1.2A

1.2A

1.2A

1.2A

Power Consumption

Max.

7.2W/m

7.2W/m

7.2W/m

7.2W/m

7.2W/m

7.2W/m

Typ.

6.6W/m

6.6W/m

6.6W/m

6.6W/m

6.6W/m

6.6W/m

5m

28.8W

28.8W

28.8W

28.8W

28.8W

28.8W

Electrical Data

SKU

AS24-27K-80-5M-95

AS24-27K-80-5M-95-IP

AS24-3K-80-5M-95

AS24-3K-80-5M-95-IP

AS24-4K-80-5M-95

AS24-4K-80-5M-95-IP

Colour Temp

2700K

2700K

3000K

3000K

4000K

4000K

Dimmable

Yes

Yes

Yes

Yes

Yes

Yes

SDCM

< 2

< 2

< 2

< 2

< 2

< 2

Beam Angle

120°

120°

120°

120°

120°

120°

Photometric & Light Data

Colour

2700K

3000K

4000K

CCT / Wavelength

2700K

3000K

4000K

Lumens / m

765

805

840

Lumens / W

116

122

127

CRI

>95

>95

>95



SKU

AS24-27K-80-5M-95

AS24-27K-80-5M-95-IP

AS24-3K-80-5M-95

AS24-3K-80-5M-95-IP

AS24-4K-80-5M-95

AS24-4K-80-5M-95-IP

IP Rating

IP20

IP67

IP20

IP67

IP20

IP67

Cut Points

100mm

100mm

100mm

100mm

100mm

100mm

Cable Length

500mm

500mm

500mm

500mm

500mm

500mm

Cable End

Dual End

Dual End

Dual End

Dual End

Dual End

Dual End

LEDs / m

80 LEDs

80 LEDs

80 LEDs

80 LEDs

80 LEDs

80 LEDs

SKU

AS24-27K-80-5M-95

AS24-27K-80-5M-95-IP

AS24-3K-80-5M-95

AS24-3K-80-5M-95-IP

AS24-4K-80-5M-95

AS24-4K-80-5M-95-IP

Adhesive Type

3M

3M

3M

3M

3M

3M

Bend Diameter

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Operating Temp

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

Warranty

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

SKU

AS24-27K-80-5M-95

AS24-27K-80-5M-95-IP

AS24-3K-80-5M-95

AS24-3K-80-5M-95-IP

AS24-4K-80-5M-95

AS24-4K-80-5M-95-IP

Length

5000mm

5000mm

5000mm

5000mm

5000mm

5000mm

Width

8mm

10mm

8mm

10mm

8mm

10mm

Height

1.5mm

4.8mm

1.5mm

4.8mm

1.5mm

4.8mm

Mechanical Data

Photometric Data (1000mm) AAI Figure



Advance SMD
 - 24V - 160 LEDs per metre

IP67

IP20

Available in:

Dimenions

SKU

AS24-27K-160-5M-95

AS24-27K-160-5M-95-IP

AS24-3K-160-5M-95

AS24-3K-160-5M-95-IP

AS24-4K-160-5M-95

AS24-4K-160-5M-95-IP

Voltage

24V

24V

24V

24V

24V

24V

Current Consumption

Max.

0.6A/m

0.6A/m

0.6A/m

0.6A/m

0.6A/m

0.6A/m

Typ.

0.54A/m

0.54A/m

0.54A/m

0.54A/m

0.54A/m

0.54A/m

5m

2.4A

2.4A

2.4A

2.4A

2.4A

2.4A

Power Consumption

Max.

14.4W/m

14.4W/m

14.4W/m

14.4W/m

14.4W/m

14.4W/m

Typ.

13.0W/m

13.0W/m

13.0W/m

13.0W/m

13.0W/m

13.0W/m

5m

57.6W

57.6W

57.6W

57.6W

57.6W

57.6W

Electrical Data

SKU

AS24-27K-160-5M-95

AS24-27K-160-5M-95-IP

AS24-3K-160-5M-95

AS24-3K-160-5M-95-IP

AS24-4K-160-5M-95

AS24-4K-160-5M-95-IP

Colour Temp

2700K

2700K

3000K

3000K

4000K

4000K

Dimmable

Yes

Yes

Yes

Yes

Yes

Yes

SDCM

< 2

< 2

< 2

< 2

< 2

< 2

Beam Angle

120°

120°

120°

120°

120°

120°

Photometric & Light Data

Colour

2700K

3000K

4000K

CCT / Wavelength

2700K

3000K

4000K

Lumens / m

1470

1545

1610

Lumens / W

113

119

124

CRI

>95

>95

>95



SKU

AS24-27K-160-5M-95

AS24-27K-160-5M-95-IP

AS24-3K-160-5M-95

AS24-3K-160-5M-95-IP

AS24-4K-160-5M-95

AS24-4K-160-5M-95-IP

IP Rating

IP20

IP67

IP20

IP67

IP20

IP67

Cut Points

50mm

50mm

50mm

50mm

50mm

50mm

Cable Length

500mm

500mm

500mm

500mm

500mm

500mm

Cable End

Dual End

Dual End

Dual End

Dual End

Dual End

Dual End

LEDs / m

160 LEDs

160 LEDs

160 LEDs

160 LEDs

160 LEDs

160 LEDs

SKU

AS24-27K-160-5M-95

AS24-27K-160-5M-95-IP

AS24-3K-160-5M-95

AS24-3K-160-5M-95-IP

AS24-4K-160-5M-95

AS24-4K-160-5M-95-IP

Adhesive Type

3M

3M

3M

3M

3M

3M

Bend Diameter

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Operating Temp

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

Warranty

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

SKU

AS24-27K-160-5M-95

AS24-27K-160-5M-95-IP

AS24-3K-160-5M-95

AS24-3K-160-5M-95-IP

AS24-4K-160-5M-95

AS24-4K-160-5M-95-IP

Length

5000mm

5000mm

5000mm

5000mm

5000mm

5000mm

Width

8mm

10mm

8mm

10mm

8mm

10mm

Height

1.6mm

4.8mm

1.6mm

4.8mm

1.6mm

4.8mm

Mechanical Data

Photometric Data (1000mm) AAI Figure



Advance SMD - Long Run 30m
 - 24V - 60 LEDs per metre

IP67

IP20

Available in:

Dimenions

SKU

AL24-27K-60-30M-95

AL24-27K-60-30M-95-IP

AL24-3K-60-30M-95

AL24-3K-60-30M-95-IP

AL24-4K-60-30M-95

AL24-4K-60-30M-95-IP

Voltage

24V

24V

24V

24V

24V

24V

Current Consumption

Max.

0.19A/m

0.19A/m

0.19A/m

0.19A/m

0.19A/m

0.19A/m

Typ.

0.18A/m

0.18A/m

0.18A/m

0.18A/m

0.18A/m

0.18A/m

30m

5.4A

5.4A

5.4A

5.4A

5.4A

5.4A

Power Consumption

Max.

4.6W/m

4.6W/m

4.6W/m

4.6W/m

4.6W/m

4.6W/m

Typ.

4.3W/m

4.3W/m

4.3W/m

4.3W/m

4.3W/m

4.3W/m

30m

129.0W

129.0W

129.0W

129.0W

129.0W

129.0W

Electrical Data

SKU

AL24-27K-60-30M-95

AL24-27K-60-30M-95-IP

AL24-3K-60-30M-95

AL24-3K-60-30M-95-IP

AL24-4K-60-30M-95

AL24-4K-60-30M-95-IP

Colour Temp

2700K

2700K

3000K

3000K

4000K

4000K

Dimmable

Yes

Yes

Yes

Yes

Yes

Yes

SDCM

< 2

< 2

< 2

< 2

< 2

< 2

Beam Angle

120°

120°

120°

120°

120°

120°

Photometric & Light Data

Colour

2700K

3000K

4000K

CCT / Wavelength

2700K

3000K

4000K

Lumens / m

271

296

325

Lumens / W

63

69

76

CRI

>95

>95

>95



SKU

AL24-27K-60-30M-95

AL24-27K-60-30M-95-IP

AL24-3K-60-30M-95

AL24-3K-60-30M-95-IP

AL24-4K-60-30M-95

AL24-4K-60-30M-95-IP

IP Rating

IP20

IP67

IP20

IP67

IP20

IP67

Cut Points

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

Cable Length

500mm

500mm

500mm

500mm

500mm

500mm

Cable End

Single End

Single End

Single End

Single End

Single End

Single End

LEDs / m

60 LEDs

60 LEDs

60 LEDs

60 LEDs

60 LEDs

60 LEDs

SKU

AL24-27K-60-30M-95

AL24-27K-60-30M-95-IP

AL24-3K-60-30M-95

AL24-3K-60-30M-95-IP

AL24-4K-60-30M-95

AL24-4K-60-30M-95-IP

Adhesive Type

3M

3M

3M

3M

3M

3M

Bend Diameter

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Operating Temp

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

Warranty

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

SKU

AL24-27K-60-30M-95

AL24-27K-60-30M-95-IP

AL24-3K-60-30M-95

AL24-3K-60-30M-95-IP

AL24-4K-60-30M-95

AL24-4K-60-30M-95-IP

Length

30000mm

30000mm

30000mm

30000mm

30000mm

30000mm

Width

10mm

12mm

10mm

12mm

10mm

12mm

Height

1.7mm

4.8mm

1.7mm

4.8mm

1.7mm

4.8mm

Mechanical Data

Photometric Data (1000mm) AAI Figure



Advance SMD - Long Run 20m
 - 24V - 120 LEDs per metre

IP67

IP20

Available in:

Dimenions

SKU

AL24-27K-120-20M-95

AL24-27K-120-20M-95-IP

AL24-3K-120-20M-95

AL24-3K-120-20M-95-IP

AL24-4K-120-20M-95

AL24-4K-120-20M-95-IP

Voltage

24V

24V

24V

24V

24V

24V

Current Consumption

Max.

0.4A/m

0.4A/m

0.4A/m

0.4A/m

0.4A/m

0.4A/m

Typ.

0.363A/m

0.363A/m

0.363A/m

0.363A/m

0.363A/m

0.363A/m

20m

7.1A

7.1A

7.1A

7.1A

7.1A

7.1A

Power Consumption

Max.

9.6W/m

9.6W/m

9.6W/m

9.6W/m

9.6W/m

9.6W/m

Typ.

8.7W/m

8.7W/m

8.7W/m

8.7W/m

8.7W/m

8.7W/m

20m

170.4W

170.4W

170.4W

170.4W

170.4W

170.4W

Electrical Data

SKU

AL24-27K-120-20M-95

AL24-27K-120-20M-95-IP

AL24-3K-120-20M-95

AL24-3K-120-20M-95-IP

AL24-4K-120-20M-95

AL24-4K-120-20M-95-IP

Colour Temp

2700K

2700K

3000K

3000K

4000K

4000K

Dimmable

Yes

Yes

Yes

Yes

Yes

Yes

SDCM

< 2

< 2

< 2

< 2

< 2

< 2

Beam Angle

120°

120°

120°

120°

120°

120°

Photometric & Light Data

Colour

2700K

3000K

4000K

CCT / Wavelength

2700K

3000K

4000K

Lumens / m

622

683

759

Lumens / W

72

78

87

CRI

>95

>95

>95



SKU

AL24-27K-120-20M-95

AL24-27K-120-20M-95-IP

AL24-3K-120-20M-95

AL24-3K-120-20M-95-IP

AL24-4K-120-20M-95

AL24-4K-120-20M-95-IP

IP Rating

IP20

IP67

IP20

IP67

IP20

IP67

Cut Points

50mm

50mm

50mm

50mm

50mm

50mm

Cable Length

500mm

500mm

500mm

500mm

500mm

500mm

Cable End

Single End

Single End

Single End

Single End

Single End

Single End

LEDs / m

120 LEDs

120 LEDs

120 LEDs

120 LEDs

120 LEDs

120 LEDs

SKU

AL24-27K-120-20M-95

AL24-27K-120-20M-95-IP

AL24-3K-120-20M-95

AL24-3K-120-20M-95-IP

AL24-4K-120-20M-95

AL24-4K-120-20M-95-IP

Adhesive Type

3M

3M

3M

3M

3M

3M

Bend Diameter

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Operating Temp

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

Warranty

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

SKU

AL24-27K-120-20M-95

AL24-27K-120-20M-95-IP

AL24-3K-120-20M-95

AL24-3K-120-20M-95-IP

AL24-4K-120-20M-95

AL24-4K-120-20M-95-IP

Length

20000mm

20000mm

20000mm

20000mm

20000mm

20000mm

Width

12mm

14mm

12mm

14mm

12mm

14mm

Height

1.6mm

4.8mm

1.6mm

4.8mm

1.6mm

4.8mm

Mechanical Data

Photometric Data (1000mm) AAI Figure



Advance SMD
 - 48V - 144 LEDs per metre

IP67

IP20

Available in:

Dimenions

SKU

AS48-27K-144-20M-95

AS48-27K-144-20M-95-IP

AS48-27K-144-40M-95

AS48-27K-144-40M-95-IP

AS48-3K-144-20M-95

AS48-3K-144-20M-95-IP

AS48-3K-144-40M-95

AS48-3K-144-40M-95-IP

AS48-4K-144-20M-95

AS48-4K-144-20M-95-IP

AS48-4K-144-40M-95

AS48-4K-144-40M-95-IP

Voltage

48V

48V

48V

48V

48V

48V

48V

48V

48V

48V

48V

48V

Current Consumption

Max.

0.12A/m

0.12A/m

0.12A/m

0.12A/m

0.12A/m

0.12A/m

0.12A/m

0.12A/m

0.12A/m

0.12A/m

0.12A/m

0.12A/m

Typ.

0.112A/m

0.112A/m

0.112A/m

0.112A/m

0.112A/m

0.112A/m

0.112A/m

0.112A/m

0.112A/m

0.112A/m

0.112A/m

0.112A/m

50m

5.7A

5.7A

5.7A

5.7A

5.7A

5.7A

5.7A

5.7A

5.7A

5.7A

5.7A

5.7A

Power Consumption

Max.

5.8W/m

5.8W/m

5.8W/m

5.8W/m

5.8W/m

5.8W/m

5.8W/m

5.8W/m

5.8W/m

5.8W/m

5.8W/m

5.8W/m

Typ.

5.4W/m

5.4W/m

5.4W/m

5.4W/m

5.4W/m

5.4W/m

5.4W/m

5.4W/m

5.4W/m

5.4W/m

5.4W/m

5.4W/m

50m

274.0W

274.0W

274.0W

274.0W

274.0W 

274.0W

274.0W

274.0W

274.0W

274.0W

274.0W

274.0W

Electrical Data



SKU

AS48-27K-144-20M-95

AS48-27K-144-20M-95-IP

AS48-27K-144-40M-95

AS48-27K-144-40M-95-IP

AS48-3K-144-20M-95

AS48-3K-144-20M-95-IP

AS48-3K-144-40M-95

AS48-3K-144-40M-95-IP

AS48-4K-144-20M-95

AS48-4K-144-20M-95-IP

AS48-4K-144-40M-95

AS48-4K-144-40M-95-IP

IP Rating

IP20

IP67

IP20

IP67

IP20

IP67

IP20

IP67

IP20

IP67

IP20

IP67

Cut Points

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

166.66mm

Cable Length

500mm

500mm

500mm

500mm

500mm

500mm

500mm

500mm

500mm

500mm

500mm

500mm

Cable End

Dual End

Dual End

Single End

Single End

Dual End

Dual End

Single End

Single End

Dual End

Dual End

Single End

Single End

LEDs / m

144 LEDs

144 LEDs

144 LEDs

144 LEDs

144 LEDs

144 LEDs

144 LEDs

144 LEDs

144 LEDs

144 LEDs

144 LEDs

144 LEDs

Mechanical Data

SKU

AS48-27K-144-20M-95

AS48-27K-144-20M-95-IP

AS48-27K-144-40M-95

AS48-27K-144-40M-95-IP

AS48-3K-144-20M-95

AS48-3K-144-20M-95-IP

AS48-3K-144-40M-95

AS48-3K-144-40M-95-IP

AS48-4K-144-20M-95

AS48-4K-144-20M-95-IP

AS48-4K-144-40M-95

AS48-4K-144-40M-95-IP

Colour Temp

2700K

2700K

2700K

2700K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

Dimmable

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

SDCM

< 2

< 2

< 2

< 2

< 2

< 2

< 2

< 2

< 2

< 2

< 2

< 2

Beam Angle

120°

120°

120°

120°

120°

120°

120°

120°

120°

120°

120°

120°

Photometric & Light Data

Colour

2700K

3000K

4000K

CCT / Wavelength

2700K

3000K

4000K

Lumens / m

394

429

472

Lumens / W

73

79

87

CRI

>95

>95

>95



Photometric Data (1000mm) AAI Figure

SKU

AS48-27K-144-20M-95

AS48-27K-144-20M-95-IP

AS48-27K-144-40M-95

AS48-27K-144-40M-95-IP

AS48-3K-144-20M-95

AS48-3K-144-20M-95-IP

AS48-3K-144-40M-95

AS48-3K-144-40M-95-IP

AS48-4K-144-20M-95

AS48-4K-144-20M-95-IP

AS48-4K-144-40M-95

AS48-4K-144-40M-95-IP

Adhesive Type

3M

3M

3M

3M

3M

3M

3M

3M

3M

3M

3M

3M

Bend Diameter

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Ø 60mm

Operating Temp

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

-25°C ~ +40°C

Warranty

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

5 Years

SKU

AS48-27K-144-20M-95

AS48-27K-144-20M-95-IP

AS48-27K-144-40M-95

AS48-27K-144-40M-95-IP

AS48-3K-144-20M-95

AS48-3K-144-20M-95-IP

AS48-3K-144-40M-95

AS48-3K-144-40M-95-IP

AS48-4K-144-20M-95

AS48-4K-144-20M-95-IP

AS48-4K-144-40M-95

AS48-4K-144-40M-95-IP

Length

20000mm

20000mm

40000mm

40000mm

20000mm

20000mm

40000mm

40000mm

20000mm

20000mm

40000mm

40000mm

Width

12mm

14mm

12mm

14mm

12mm

14mm

12mm

14mm

12mm

14mm

12mm

14mm

Height

1.6mm

4.8mm

1.6mm

4.8mm

1.6mm

4.8mm

1.6mm

4.8mm

1.6mm

4.8mm

1.6mm

4.8mm

Mechanical Data (continued)
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